
Spherical roller bearing are two symmetrical spherical roller.
Aligning with good performance.
It has a good impact resistance.
Spherical roller bearings allowed working speed is low.
The main radial load, but also can withstand axial load in either direction.
Having a high radial load capacity, especially suitable for heavy work loads or vibration.
can compensate concentricity  error.
easy to use.
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25 52 18 49 44 4,75 13000 17000 0,26  22205E  22205EK 25 31,2 44,2 3,7 2 1 30,6 46,4 1 0,35 1,9 2,9 1,8
25 62 17 41,4 41,5 4,55 8500 12000 0,28 21305CC - 25 35,7 50,7 - - 1,1 32 55 1 0,30 2,3 3,4 2,2
30 62 20 64 60 6,4 10000 14000 0,29  22206E  22206EK 30 37,5 53 3,7 2 1 35,6 56,4 1 0,31 2,2 3,3 2,2
30 72 19 55,2 61 6,8 7500 10000 0,41 21306CC 21306CCK 30 43,3 58,8 - - 1,1 37 65 1 0,27 2,5 3,7 2,5
35 72 23 86,5 85 9,3 9000 12000 0,45  22207E  22207EK 35 44,5 61,8 3,7 2 1,1 42 65 1 0,31 2,2 3,3 2,2
35 80 21 65,6 72 8,15 6700 9500 0,55 21307CC 21307CCK 35 47,2 65,6 - - 1,5 44 71 1,5 0,28 2,4 3,6 2,5
40 80 23 96,5 90 9,8 8000 11000 0,53  22208E  22208EK 40 49,1 69,4 5,5 3 1,1 47 73 1 0,28 2,4 3,6 2,5
40 90 23 104 108 11,8 7000 9500 0,75  21308E  21308EK 40 59,9 79,8 5,5 3 1,5 49 81 1,5 0,24 2,8 4,2 2,8
40 90 33 150 140 15 6000 8000 1,05  22308E  22308EK 40 49,7 74,3 5,5 3 1,5 49 81 1,5 0,37 1,8 2,7 1,8
45 85 23 102 98 10,8 7500 10000 0,58  22209E  22209EK 45 54,4 74,4 5,5 3 1,1 52 78 1 0,26 2,6 3,9 2,5
45 100 25 125 127 13,7 6300 8500 0,99  21309E  21309EK 45 65,3 88 5,5 3 1,5 54 91 1,5 0,24 2,8 4,2 2,8
45 100 36 183 183 19,6 5300 7000 1,40  22309E  22309EK 45 56,4 83,4 5,5 3 1,5 54 91 1,5 0,37 1,8 2,7 1,8
50 90 23 104 108 11,8 7000 9500 0,63  22210E  22210EK 50 59,9 79 5,5 3 1,1 57 83 1 0,24 2,8 4,2 2,8
50 110 27 156 166 18,6 5600 7500 1,35  21310E  21310EK 50 71,6 96,8 5,5 3 2 61 99 2 0,24 2,8 4,2 2,8



50 110 40 220 224 24 4800 6300 1,90  22310E  22310EK 50 62,1 91,9 5,5 3 2 61 99 2 0,37 1,8 2,7 1,8
55 100 25 125 127 13,7 6300 8500 0,84  22211E  22211EK 55 65,3 88 5,5 3 1,5 64 91 1,5 0,24 2,8 4,2 2,8
55 120 29 156 166 18,6 5600 7500 1,70  21311E  21311EK 55 71,6 96,2 5,5 3 2 66 109 2 0,24 2,8 4,2 2,8
55 120 43 270 280 30 4300 5600 2,45  22311E  22311EK 55 70,1 102 5,5 3 2 66 109 2 0,35 1,9 2,9 1,8
60 110 28 156 166 18,6 5600 7500 1,15  22212E  22212EK 60 71,6 96,5 5,5 3 1,5 69 101 1,5 0,24 2,8 4,2 2,8
60 130 31 212 240 26,5 4800 6300 2,10  21312E  21312EK 60 87,8 115 5,5 3 2,1 72 118 2 0,22 3 4,6 2,8
60 130 46 310 335 36,5 4000 5300 3,10  22312E  22312EK 60 77,9 110 8,3 4,5 2,1 72 118 2 0,35 1,9 2,9 1,8
65 100 35 132 173 20,4 4300 6300 0,95  24013CC/W33  24013CCK30/W33 65 73,8 87,3 3,7 2 1,1 71 94 1 0,27 2,5 3,7 2,5
65 120 31 193 216 24 5000 7000 1,55  22213E  22213EK 65 77,6 106 5,5 3 1,5 74 111 1,5 0,24 2,8 4,2 2,8
65 140 33 236 270 29 4300 6000 2,55  21313E  21313EK 65 94,7 124 5,5 3 2,1 77 128 2 0,22 3 4,6 2,8
65 140 48 340 360 38 3800 5000 3,75  22313E  22313EK 65 81,6 118 8,3 4,5 2,1 77 128 2 0,35 1,9 2,9 1,8
70 125 31 208 228 25,5 5000 6700 1,55  22214E  22214EK 70 83 111 5,5 3 1,5 79 116 1,5 0,23 2,9 4,4 2,8
70 150 35 285 325 34,5 4000 5600 3,10  21314E  21314EK 70 101 133 5,5 3 2,1 82 138 2 0,22 3 4,6 2,8
70 150 51 400 430 45 3400 4500 4,55  22314E  22314EK 70 90,3 128 8,3 4,5 2,1 82 138 2 0,33 2 3 2
120 180 60 430 670 68 2400 3400 5,45  24024CC/W33  24024CCK30/W33 120 132 159 5,5 3 2 129 171 2 0,30 2,3 3,4 2,2
120 200 62 510 695 71 2600 3400 8,00  23124CC/W33  23124CCK/W33 120 139 174 8,3 4,5 2 131 189 2 0,28 2,4 3,6 2,5
120 200 80 655 950 95 1900 2600 10,3  24124CC/W33  24124CCK30/W33 120 135 168 5,5 3 2 131 189 2 0,37 1,8 2,7 1,8
120 215 58 630 765 73,5 2800 3800 8,70  22224E  22224EK 120 141 189 11,1 6 2,1 132 203 2 0,26 2,6 3,9 2,5
120 215 76 695 930 93 2000 2800 12,0  23224CC/W33  23224CCK/W33 120 141 182 8,3 4,5 2,1 132 203 2 0,35 1,9 2,9 1,8
120 260 86 965 1120 100 2000 2600 23,0  22324CC/W33  22324CCK/W33 120 152 216 13,9 7,5 3 134 246 2,5 0,35 1,9 2,9 1,8
130 200 52 430 610 62 2800 3600 6,00  23026CC/W33  23026CCK/W33 130 148 180 8,3 4,5 2 139 191 2 0,23 2,9 4,4 2,8
130 200 69 540 815 81,5 2000 3000 8,05  24026CC/W33  24026CCK30/W33 130 145 175 5,5 3 2 139 191 2 0,31 2,2 3,3 2,2
130 210 64 560 780 78 2400 3200 8,80  23126CC/W33  23126CCK/W33 130 148 184 8,3 4,5 2 141 199 2 0,28 2,4 3,6 2,5
130 210 80 680 1000 100 1800 2400 11,0  24126CC/W33  24126CCK30/W33 130 146 180 5,5 3 2 141 199 2 0,35 1,9 2,9 1,8
130 230 64 735 930 88 2600 3600 11,0  22226E  22226EK 130 152 201 11,1 6 3 144 216 2,5 0,27 2,5 3,7 2,5
130 230 80 780 1060 104 1900 2600 14,5  23226CC/W33  23226CCK/W33 130 151 196 8,3 4,5 3 144 216 2,5 0,33 2 3 2
130 280 93 1120 1320 114 1800 2400 29,0  22326CC/W33  22326CCK/W33 130 164 233 16,7 9 4 147 263 3 0,35 1,9 2,9 1,8
140 210 53 465 680 68 2600 3400 6,55  23028CC/W33  23028CCK/W33 140 158 190 8,3 4,5 2 149 201 2 0,22 3 4,6 2,8
140 210 69 570 900 88 2000 2800 8,55  24028CC/W33  24028CCK30/W33 140 155 185 5,5 3 2 149 201 2 0,30 2,3 3,4 2,2
140 225 68 630 900 88 2200 2800 10,5  23128CC/W33  23128CCK/W33 140 159 197 8,3 4,5 2,1 152 213 2 0,28 2,4 3,6 2,5
140 225 85 765 1160 112 1700 2400 13,5  24128CC/W33  24128CCK30/W33 140 156 193 8,3 4,5 2,1 152 213 2 0,35 1,9 2,9 1,8
140 250 68 710 900 86,5 2400 3200 14,0  22228CC/W33  22228CCK/W33 140 166 216 11,1 6 3 154 236 2,5 0,26 2,6 3,9 2,5
140 250 88 915 1250 120 1700 2400 19,0  23228CC/W33  23228CCK/W33 140 165 212 11,1 6 3 154 236 2,5 0,33 2 3 2
140 300 102 1290 1560 132 1700 2200 36,5  22328CC/W33  22328CCK/W33 140 175 247 16,7 9 4 157 283 3 0,35 1,9 2,9 1,8
150 225 56 510 750 73,5 2400 3200 7,95  23030CC/W33  23030CCK/W33 150 169 203 8,3 4,5 2,1 161 214 2 0,22 3 4,6 2,8
150 225 75 655 1040 100 1800 2600 10,5  24030CC/W33  24030CCK30/W33 150 165 197 5,5 3 2,1 161 214 2 0,30 2,3 3,4 2,2
150 250 80 830 1200 114 2000 2600 16,0  23130CC/W33  23130CCK/W33 150 172 216 11,1 6 2,1 162 238 2 0,30 2,3 3,4 2,2
150 250 100 1020 1530 146 1500 2200 20,0  24130CC/W33  24130CCK30/W33 150 169 211 8,3 4,5 2,1 162 238 2 0,37 1,8 2,7 1,8
150 270 73 850 1080 102 2200 3000 18,0  22230CC/W33  22230CCK/W33 150 178 234 13,9 7,5 3 164 256 2,5 0,26 2,6 3,9 2,5
150 270 96 1080 1460 137 1600 2200 24,5  23230CC/W33  23230CCK/W33 150 175 228 11,1 6 3 164 256 2,5 0,35 1,9 2,9 1,8
150 320 108 1460 1760 146 1600 2000 43,5  22330CC/W33  22330CCK/W33 150 188 266 16,7 9 4 167 303 3 0,35 1,9 2,9 1,8
150 320 108 1460 1760 146 1600 2000 43,5  22330CC/W33  22330CCK/W33 150 188 266 16,7 9 4 167 303 3 0,35 1,9 2,9 1,8
110 200 69,8 600 765 76,5 2200 3200 9,85  23222CC/W33  23222CCK/W33 110 130 169 8,3 4,5 2,1 122 188 2 0,33 2 3 2
110 240 80 950 1120 100 2000 2800 18,4  22322E  22322EK 110 143 204 13,9 7,5 3 124 226 2,5 0,33 2 3 2
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