
Considered by many to be the default choice for linear motion applications, the round shaft reticulating linear ball bearing pillow block is a tried and tested option suitable for most linear motion applications. This 
is the closed, single length, imperial (inch) version. The closed bearing design allows for a lower cost installation by using end supported shafts. 

Linear motion ball bearing slide units：SCE Series
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SCE8UU LME8UU 260 400 80 SCE8SUU 2 LME8UU 410 800 98 SCE8SU
U

LME8UU 260 400 40
SCE12UU LME12UU 410 590 118 SC12SUU 2 LME12UU 650 1180 232 SCE12SU

U
LME12UU 410 590 82

SCE16UU LME16UU 770 1170 180 SC16SUU 2 LME16UU 1230 2340 360 SCE16SU
U

LME16UU 770 1170 122
SCE20UU LME20UU 860 1370 245 SC20SUU 2 LME20UU 1370 1740 490 SCE20SU

U
LME20UU 860 1370 176

SCE25UU LME25UU 980 1560 550 SC25SUU 2 LME25UU 1560 3120 1100 SCE25SU
U

LME25UU 980 1560 400
SCE30UU LME30UU 1560 2740 760 SC30SUU 2 LME30UU 2490 5480 1525 SCE30SU

U
LME30UU 1560 2740 570

SCE40UU LME40UU 2150 4010 1700 SC40SUU 2 LME40UU 3440 8020 3400 SCE40SU
U

LME40UU 2150 4010 1320
SCE50UU LME50UU 3820 7930 2950 SC50SUU 2 LME50UU 6110 15860 5920 SCE50SU

U
LME50UU 3820 7930 1900
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