
Withdrawal sleeves are used for mounting tapered bearings on to the cylindrical shafts. They facilitate easy mounting, securing and 
dismounting. They are suitable for both smooth and stepped shafts. Bearing sleeve can easily adapt to the shaft diameter. They 
are usually coated with a preservative, are slotted and have an external taper. This allows the sleeve to be used with wide spherical 
roller bearings. Withdrawal sleeves for oil injection have oil ducts and distribution grooves, on the threaded side.
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Dimensions

Weight
Designation

mm

d1 d B1 B2
1) G G1 Withdrawal sleeves Nuts required for 

dismounting
Appropriat
e hydraulic 

nuts
35 40 29 32 M45×1,5 6 0,09 AH308 KM9 -
35 40 40 43 M45×1,5 7 0,13 AH2308 KM9 -
40 45 31 34 M50×1,5 6 0,12 AH309 KM10 HMV10E
40 45 44 47 M50×1,5 7 0,16 AH2309 KM10 HMV10E
45 50 35 38 M55×2 7 0,13 AHX310 KM11 HMV11E
45 50 50 53 M55×2 9 0,19 AHX2310 KM11 HMV11E
50 55 37 40 M60×2 7 0,16 AHX311 KM12 HMV12E
50 55 54 57 M60×2 10 0,26 AHX2311 KM12 HMV12E
55 60 40 43 M65×2 8 0,19 AHX312 KM13 HMV13E
55 60 58 61 M65×2 11 0,30 AHX2312 KM13 HMV13E
60 65 42 45 M70×2 8 0,22 AH313G KM14 HMV14E
60 65 61 64 M70×2 12 0,36 AH2313G KM14 HMV14E
65 70 43 47 M75×2 8 0,24 AH314G KM15 HMV15E
65 70 64 68 M75×2 12 0,42 AHX2314G KM15 HMV15E
70 75 45 49 M80×2 8 0,29 AH315G KM16 HMV16E
70 75 68 72 M80×2 12 0,48 AHX2315G KM16 HMV16E
75 80 48 52 M90×2 8 0,37 AH316 KM18 HMV18E
75 80 71 75 M90×2 12 0,57 AHX2316 KM18 HMV18E
80 85 52 56 M95×2 9 0,43 AHX317 KM19 HMV19E
80 85 74 78 M95×2 13 0,65 AHX2317 KM19 HMV19E
85 90 53 57 M100×2 9 0,46 AHX318 KM20 HMV20E
85 90 63 67 M100×2 10 0,57 AHX3218 KM20 HMV20E
85 90 79 83 M100×2 14 0,76 AHX2318 KM20 HMV20E
90 95 57 61 M105×2 10 0,54 AHX319 KM21 HMV21E
90 95 85 89 M105×2 16 0,90 AHX2319 KM21 HMV21E
95 100 59 63 M110×2 10 0,58 AHX320 KM22 HMV22E
95 100 64 68 M110×2 11 0,66 AHX3120 KM22 HMV22E
95 100 73 77 M110×2 11 0,76 AHX3220 KM22 HMV22E
95 100 90 94 M110×2 16 1,00 AHX2320 KM22 HMV22E
105 110 63 67 M120×2 12 0,77 AHX322 KM24 HMV24E
105 110 68 72 M120×2 11 0,76 AHX3122 KM24 HMV24E
105 110 82 86 M120×2 11 1,00 AHX3222G KM24 HMV24E
105 110 98 102 M120×2 16 1,30 AHX2322G KM24 HMV24E
105 110 82 91 M115×2 13 0,71 AH24122 KM23 HMV23E
115 120 60 64 M130×2 13 0,73 AHX3024 KM26 HMV26E
115 120 75 79 M130×2 12 0,94 AHX3124 KM26 HMV26E
115 120 90 94 M130×2 13 1,30 AHX3224G KM26 HMV26E
115 120 105 109 M130×2 17 1,55 AHX2324G KM26 HMV26E
115 120 73 82 M125×2 13 0,70 AH24024 KM25 HMV25E
115 120 93 102 M130×2 13 1,00 AH24124 KM26 HMV26E



125 130 67 71 M140×2 14 0,91 AHX3026 KM28 HMV28E
125 130 78 82 M140×2 12 1,10 AHX3126 KM28 HMV28E
125 130 98 102 M140×2 15 1,50 AHX3226G KM28 HMV28E
125 130 115 119 M140×2 19 1,85 AHX2326G KM28 HMV28E
125 130 83 93 M135×2 14 0,90 AH24026 KM27 HMV27E
125 130 94 104 M140×2 14 1,15 AH24126 KM28 HMV28E
135 140 68 73 M150×2 14 1,00 AHX3028 KM30 HMV30E
135 140 83 88 M150×2 14 1,30 AHX3128 KM30 HMV30E
135 140 104 109 M150×2 15 1,75 AHX3228G KM30 HMV30E
135 140 125 130 M150×2 20 2,25 AHX2328G KM30 HMV30E
135 140 83 93 M145×2 14 0,95 AH24028 KM29 HMV29E
135 140 99 109 M150×2 14 1,30 AH24128 KM30 HMV30E
145 150 72 77 M160×3 15 1,15 AHX3030 KM32 HMV32E
145 150 96 101 M160×3 15 1,70 AHX3130G KM32 HMV32E
145 150 114 119 M160×3 17 2,10 AHX3230G KM32 HMV32E
145 150 135 140 M160×3 24 2,75 AHX2330G KM32 HMV32E
145 150 90 101 M155×3 15 1,05 AH24030 KM31 HMV31E
145 150 115 126 M160×3 15 1,55 AH24130 KM32 HMV32E
150 160 77 82 M170×3 16 2,00 AH3032 KM34 HMV34E
150 160 103 108 M170×3 16 3,00 AH3132G KM34 HMV34E
150 160 124 130 M170×3 20 3,70 AH3232G KM34 HMV34E
150 160 140 146 M170×3 24 4,35 AH2332G KM34 HMV34E
150 160 95 106 M170×3 15 2,30 AH24032 KM34 HMV34E
150 160 124 135 M170×3 15 3,00 AH24132 KM34 HMV34E
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